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the future lives here.




	QUOTATION

SCHEDULE B


RFQ Title:
Supply, Delivery and Fitting of One (1) Slip-In Asphalt Body
to Our Current Trucks
RFQ No:
1220-040-2017-121
CONTRACTOR

Legal Name:  

Address:


Phone:


Fax:


Email:


CITY OF SURREY

TO:

City Representative:
Richard D. Oppelt 



Purchasing Manager

Address:

Surrey City Hall
Finance & Technology Department – Purchasing Section

Reception Counter, 5th Floor West

13450 – 104th Avenue, Surrey, B.C., V3T 1V8

Telephone:

604-590-7274

Email:


purchasing@surrey.ca
1.
The Contractor offers to supply to the City of Surrey the Goods for the prices plus applicable taxes as follows:
Year, Make & Model:  __________________________________________________________

All costs to meet the preferred specifications should be included in the following delivered prices.
	F.O.B.
	Payment Terms:
	Ship Via:

	Destination
Freight Prepaid
	A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	

	
	BODY
	$

	
	
	

	
	SUB-TOTAL:
	$

	
	GST:  5%
	$

	
	PST:  7%
	$

	
	TOTAL QUOTED PRICE (CAD):
	$


The completed unit shall be delivered within _______ days after receipt of purchase order.

Complete Unit:  State Warranty (no less than one (1) year)  


Extended Warranty Options:  __________________________________________________________________________

Warranty repairs shall be performed at 

Contractor to provide the following information:

(a) Size of CNG tanks 








2.

If this offer is accepted by the City, such offer and acceptance will create a contract as described in:

(a)
the RFQ;

(b)
the specifications set out above and in Schedule A of the RFQ;

(c)
the General Terms and Conditions;
(d)
this Quotation; and

(e)
other terms, if any, that are agreed to by the parties in writing.

3.

Capitalized terms used and not defined in this Quotation will have the meanings given to them in the RFQ.  Except as specifically modified by this Quotation, all terms, conditions, representations, warranties and covenants as set out in the RFQ will remain in full force and effect.
4.
I/We the undersigned duly authorized representatives of the Contractor, having received and carefully reviewed the RFQ including without limitation the Specifications and the General Terms and Conditions, submit this Quotation in response to the RFQ.

-END OF PAGE-

This Quotation is offered by the Contractor this _______ day of _______________, 201_.

CONTRACTOR

I/We have the authority to bind the Contractor

	________________________________________

(Legal Name of Contractor)

_________________________________________

(Signature of Authorized Signatory)

_________________________________________

(Print Name and Position of Authorized Signatory)
	________________________________________

(Signature of Authorized Signatory)

________________________________________

(Print Name and Position of Authorized Signatory)


This Quotation is accepted by the City this _______ day of _______________, 201_.

CITY OF SURREY
	________________________________________

(Signature of Authorized Signatory)
_________________________________________

(Print Name and Position of Authorized Signatory)
_________________________________________

(Signature of Authorized Signatory)
	________________________________________

(Signature of Purchasing Representative
________________________________________

(Print Name of Purchasing Representative)


	_________________________________________

(Print Name and Position of Authorized Signatory)


SCHEDULE B – ATTACHMENT NO.1 – PREFERRED SPECIFICATIONS
	Preferred Specifications 

	√

(Yes)
	√

(No)
	Manufacturers’ Specifications of Goods Offered.  Contractor should complete all spaces in this column.

	Container

	1.1
The unit shall be a minimum of 8 cubic yards
	□
	□
	

	1.2
Double wall construction with 2” – 6 LB. density insulation throughout
	□
	□
	

	1.3
Internal hopper steel shall be 3/16” GA HR steel.
	□
	□
	

	1.4
External hopper cladding shall be 12 GA HR steel
	□
	□
	

	1.5
Two top loading doors are 2” double wall construction with 2” – 6 LB. density insulation
	□
	□
	

	1.6
Doors hydraulically operated by  2” x 11” stroke cylinders. 
	□
	□
	

	1.7
Hydraulic system is powered from the truck hydraulics
	□
	□
	

	1.8
Hydraulic lines shall be connected to the truck hydraulics through a Tema coupler TMMC7755Q
	□
	□
	

	1.9
Hydraulic controls shall be located at the right rear corner of the container, accessible to the operator
	□
	□
	

	1.10
The sloping walls of the hopper shall be a minimum of 45 degrees from the horizontal
	□
	□
	

	1.11
Material shall discharge via a 24- wide Kevlar belt over chain conveyor system.
	□
	□
	

	1.12
The chain shall have crossbars every second chain link.
	□
	□
	

	1.13
The conveyor shall be driven through a hydraulically driven gearbox, ratio of 25:1
	□
	□
	

	1.14
The conveyor shall be driven via sprockets with a minimum of 1¾ " shaft. Support bearings shall be able to be lubricated at a manifold at the rear of the unit.  Front bearing access shall be attainable via bolt on access ports
	□
	□
	

	1.15
Conveyor chain shall able to be driven in both directions
	□
	□
	

	1.16
Residual asphalt on the conveyor shall have be removed by  heavy duty spring return UHMW wipers at the rear of unit,  heavy duty triple rubber wipers at the front.
	□
	□
	

	1.17
The asphalt shall be delivered directly from the conveyer to the ground, into a wheelbarrow
	□
	□
	

	Radiant Heat & Fuel

	2.1 
Two CNG fueled burners, with cast manifold burner and flame adjustment
	□
	□
	

	2.2
Burners rated at 67,000 BTU each @ a pressure of 10 psi.  Burner area fully enclosed.
	□
	□
	

	2.3
Temperature controlled thermostat with a range of 100 to 300 degrees Fahrenheit 
	□
	□
	

	2.4
Shall have flame out fuel shut off valve
	□
	□
	

	2.5
Heat tubes located under hopper, with passage ways internally in hopper for directing heat. – Please provide details.
	□
	□
	

	2.6
Passage ways separate from burner chamber – provide details
	□
	□
	

	2.7
One - 20 DGE cylinder mounted in cabinet with integrated fuel panel, which includes fill receptacle, gauge, and 1/4 turn valve; plumb cylinder to remote regulator. Fill port and control box shall be located curb side at rear to allow filling from the ground
	□
	□
	

	2.8
A platform shall be built into the cylinder cover to allow staff to stand on to reach into the open hopper to scrape/dislodge the build-up of asphalt. Please provide drawing of layout as part of the submission
	□
	□
	

	2.9
Hand Touch, Pilot with valve control, rated at 200,000 BTU, supplied with 25” hose on hose reel.
	□
	□
	

	Loading and Unloading

	3.1
Patcher shall be supplied with front and rear free standing legs which fold away when loaded on a truck.  

a.
Front legs of the unit will drop freely from the unit by gravity during removal from the truck.  Slotted holes and locking pins are provided to set the height of the legs as required. Locking pins are secured to the unit with lanyards to prevent them from being misplaced.  Each leg is locked in the vertical position by locking pin cylinder that is locked into place by a hand lever on each side of the unit
b.
Rear legs are raised and lowered manually for loading and unloading.  Legs are provided with slotted holes and locking pins for height adjustment.
	□
□
□
	□
□
□
	

	3.2
Patcher shall be equipped with two front mounted rubber guide wheels to assist with the loading of the unit.
	□
	□
	

	3.3
Patcher shall able to be loaded and unloaded form a truck dump body without the use of ancillary equipment
	□
	□
	

	3.4
The patcher shall have a minimum of two tie down points at the front to secure the unit to the front of the truck – please provide details and location
	□
	□
	

	3.5
The patcher shall be secured to the rear of the truck using the tail gate dogs – please provide details.
	□
	□
	

	3.6
Four lifting lugs shall be provided to allow the unit to lifted off the truck, should the need arise – please provide details.
	□
	□
	

	Auxiliary Electric Heat Patcher

	4.1 Minimum 9KW, 220 volt AC thermostatically controlled 100°F to 300°F.
	□
	□
	

	4.2
Temperature probe to be located no higher than ¼  of the way up of the side wall of the hopper.
	□
	□
	

	4.3
Unit shall keep the asphalt at a workable temperature overnight with a minimum of 25 percent capacity – please provide details that this is achievable. 
	□
	□
	

	4.4
Electric controls shall be in a weather proof panel.
	□
	□
	

	4.5
A light shall be provided to indicate the unit is plugged into mains power and to indicate the electric heating elements are operating.
	□
	□
	

	Arrow Board

	5.1
A sixteen (16) LED with arrow style light board with left arrow, right arrow and double arrow and center bar functions. 
	□
	□
	

	5.2
Mounted at rear of unit in a prominent position so it can be clearly seen by motorists.
	□
	□
	

	5.3
Arrow board will be controlled by a remote (wireless) controller, making it portable between different trucks. 
	□
	□
	

	Volt Electrics

	6.1
The unit shall be supplied with a wiring loom and suitable plug which plugs into the rear of the truck for all 12 volt electric powered components, which either need to be controlled from the cab of the truck and/or with a power feed to a weather proof control box at the rear of the unit
	□
	□
	

	Safety

	7.1
The driver shall have the ability to turn the burner off from the cab of the truck.
	□
	□
	

	7.2
The driver shall be warned of a “flame out” of the burner.
	□
	□
	

	7.3
Electric controls shall be in a weather proof panel.
	□
	□
	

	7.4
The operation of the burner while the vehicle is in motion shall meet all Federal and Provincial regulations.
	□
	□
	

	7.5
An indicator light at the rear of the unit shall be illuminated when the overnight heating connected and in use.
	□
	□
	

	7.6
An 18” work deck shall be provided at the Front of the Patcher, between the CNG tank and Patcher, for access to the interior of the patcher for cleaning. Please provide details at time of submission.
	□
	□
	

	Operator Training

	8.1
Upon delivery the proponent shall provide a minimum of 8 hours training at no cost to the City.
	□
	□
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