
City of Surrey
PLANNING & DEVELOPMENT REPORT

Application No.: 7921-0007-00

Planning Report Date: May 31, 2021 

PROPOSAL:

 Temporary Use Permit

to permit the development of a temporary real estate 
sales centre for a duration of 3 years for a proposed 
multi-family development located in City Centre

LOCATION: 8293 - King George Boulevard

ZONING: CTA 

OCP DESIGNATION: Urban 
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RECOMMENDATION SUMMARY

 Approval for Temporary Use Permit to proceed to Public Notification.

DEVIATION FROM PLANS, POLICIES OR REGULATIONS

 None.

RATIONALE OF RECOMMENDATION

 The proposed Temporary Use Permit (TUP) will allow for the construction of a temporary 
sales centre from which the applicant will be able to market residential units for a proposed 
development located in City Centre.

 The subject application is associated with Development Application No. 7918-0339-00, which 
proposed to construct 86 apartment units.  The application received Third Reading at the 
October 7, 2019 Regular Council – Public Hearing meeting.

 A development proposal is currently being reviewed by staff for a mixed-use and multi-family 
residential development on the subject property under Development application No. 
7919-0371-00, which has not been reviewed by City Council yet.

 The applicant will post a $5,000.00 bond to ensure the removal of the temporary building in 
the future.
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RECOMMENDATION

The Planning & Development Department recommends that:

Council approve Temporary Use Permit No. 7921-0007-00 (Appendix III) to proceed to Public 
Notification.

1. Council instruct staff to resolve the following issues prior to final approval:

(a) submission of a finalized landscaping plan and completion of landscape works to 
the specifications and satisfaction of the Planning and Development Department;

(b) submission of a finalized tree survey and a statement regarding tree preservation 
to the satisfaction of the City Landscape Architect; and

(c) submission of security to ensure the building is removed and the site is brought 
into compliance with the Zoning By-law following the expiration of the Temporary 
Use Permit.

SITE CONTEXT & BACKGROUND

Direction Existing Use OCP Designation Existing Zone

Subject Site Vacant 
(Development 
Application No. 
7919-0371-00 for 
multi-
residential/mixed-
use development)

Urban CTA

North: Self-storage

Vacant
(Development 
Application No. 
7919-0371-00 for 
multi-
residential/mixed-
use development)

Mixed 
Employment

Urban

CD (Bylaw No. 
14196)

CTA

East (Across King George 
Boulevard):

Mobile Home Park Urban CTA

South & West: Mobile Home Park Urban RM-M
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Context & Background 

 The subject site at 8293 King George Boulevard is currently designated Urban in the Official 
Community Plan (OCP) and is zoned "Tourist Accommodation Zone (CTA)". 

 Development Application No. 7919-0371-00, which is in its initial review stage, proposes to 
redevelop the subject property and one adjacent property into mixed-use (commercial and 
residential) fronting King George Boulevard and multi-family residential fronting 135a Street. 

 The property is currently vacant.

DEVELOPMENT PROPOSAL

Planning Considerations

 The applicant is proposing a Temporary Use Permit (TUP) to allow a sales centre on the 
subject site from which to market a multi-family development located in City Centre while 
approvals for Development Application No. 7919-0371-00 are sought from the City.

 The proposed sales centre will be marketing units for application 7918-0339-00 located at the 
southeast corner of 108 Ave and 138 Street in City Centre. 7918-0339-00 was granted 3rd 
reading at the October 7, 2019 Regular Council – Public Hearing meeting.

 The sales centre is proposed on the southeast corner of the site and the rest of the site will 
remain vacant.

 The TUP is proposed to be in effect for three years, which should be sufficient time for the 
applicant to complete the sale of the proposed City Centre development. The applicant may 
pursue an extension of the TUP following its expiry to allow the sales centre to continue 
operating in order to market the development on the subject site, if supported by Council.

Proposed
Lot Area

Gross Site Area: 0.67 hectares
Road Dedication: None
Undevelopable Area: None
Net Site Area: 0.67 hectares

Building Height: 4.2 metres
Building Floor Area: 2oo square metres
Floor Area Ratio (FAR): 0.03

Referrals

Engineering: The Engineering Department has no objection to the project 
subject to the completion of Engineering servicing requirements as 
outlined in Appendix II. The Engineering requirements must be 
completed before issuance of the building permit.
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Surrey Fire Department: The Fire Department has no objection to the project.

Planning Considerations

 The sales centre is proposed to be 200 square metres in size.  It will be located on the 
southeast corner of the lot, adjacent to King George Boulevard (see Appendix I).  

 Proposed setbacks are as follows: 
o North: 30.1 metres
o West: 118.5 metres
o East: 5.2 metres
o South: 6.1 metres 

 
 The east and south yard setbacks do not comply with the CTA Zone which are required to be 

20 metres and 7.5 metres respectively. The proposal complies with the north and west yard 
setbacks of the CTA Zone. 
 

 The proposed sales centre cannot comply to the south yard setback as there is an access 
easement located to the north of the proposed structure. The easement provides emergency 
ingress/egress to the manufactured home park located immediately to the west and south of 
the subject site. Complying with the side yard setback would result in the easement being 
obstructed.

 The 5.2 metre east yard setback locates the proposed sales centre adjacent to King George 
Boulevard and is appropriate given the scale and temporary nature of the proposed use.

 The sales centre consists of one single-storey prefabricated building containing an 
office/reception area with a mock-up of an apartment unit.

 The building exterior will consist of a mixture of Hardie panel, Hardie shingles, and Hardie 
siding. The north elevation will feature the Hardie shingle and panel to emphasize the sales 
centre’s main entrance. Significant glazing is provided on the north elevation, and some 
minor glazing provided on the east and west elevations. 

 A 6 metre wide landscaping strip will be provided on the north elevation. The landscaping 
proposes a mixture of sod, native grasses, evergreen shrubs, flowering shrubs and 5 red maple 
trees. 

 The front (east) yard will be sodded and have an existing fence and shrubs maintained at the 
property line. 

 The applicant has proposed to plant the landscaping in advance of the TUP issuance. 

 Existing trees on the property are located away from the proposed development and will not 
be disturbed.

 The Zoning By-law requires 3 parking spaces per 100 square metres of floor area for retail uses, 
resulting in a minimum requirement of 6 parking spaces.  The applicant proposes to provide 
9 parking spaces, which exceeds the minimum bylaw requirement.
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 Vehicle access to the proposed sales centre will be via an existing driveway on King George 
Boulevard. The proposed asphalt parking lot is on the north side of the building.

 A separate pedestrian access to the main entrance of the sales centre is provided from 
King George Boulevard.

 The site is adjacent to a transit stop for route 321 which provides service between City Centre 
and White Rock via Newton Town Centre.

POLICY & BY-LAW CONSIDERATIONS

Regional Growth Strategy

 The subject property lies within the "General Urban" designation in Metro Vancouver’s 
Regional Growth Strategy (RGS) and the proposal is compatible with that designation.

Official Community Plan

Land Use Designation

 The site is within the "Urban" designation in the City’s Official Community Plan (OCP) and 
the site is compatible with that designation. 

PUBLIC ENGAGEMENT

 Pre-notification letters were sent on February 18, 2021, and the Development Proposal Signs 
were installed on February 5, 2021. Staff received four responses from neighbours who mainly 
sought clarification on the application. 
 

 Concerns were expressed from neighbours regarding truck parking and unpermitted 
construction activity. The neighbours were informed that truck parking was not a permitted 
use and no approvals for the sales centre had been granted. The neighbours were informed to 
contact Bylaw Enforcement if truck parking or unpermitted construction activity was 
occurring.
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INFORMATION ATTACHED TO THIS REPORT

The following information is attached to this Report:

Appendix I. Site Plan and Landscape Plan
Appendix II. Engineering Summary 
Appendix III. Temporary Use Permit No. 7921-0007-00

approved by Shawn Low

Jean Lamontagne
General Manager
Planning and Development

BD/cm



GENERAL NOTES:
- THESE DRAWINGS ARE THE PROPERTY OF NORTHWEST DRAFTING &
DESIGN LTD. THESE DRAWINGS MAY NOT BE COPIED, REPRODUCED OR
ALTERED WITHOUT THE EXPRESSION PERMISSION OF NORTHWEST
DRAFTING & DESIGN LTD.
- THESE DRAWINGS HAVE BEEN PREPARED AND ARE EXPECTED TO BE
CONSTRUCTED TO CONFORM TO BCBC 2018
THE BUILDER IS RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION
CONFORMS TO THE REGULATIONS AND STANDARDS SET OUT IN BCBC 2018
AND TO THE LOCAL BUILDING BYLAWS
- ALL CONSTRUCTION AND INSULATION SHALL BE DONE IN ACCORDANCE
WITH GOOD BUILDING PRACTICES AND MANUFACTURERS SPECIFICATIONS
AND INSTRUCTIONS THESE ARCHITECTURAL PLANT WILL REQUIRE
CERTIFICATION BY A STRUCTURAL ENGINEER, IT IS THE RESPONSIBILITY OF
THE BUILDER AND/OR HOMEOWNER TO OBTAIN THE REQUIRED
ENGINEERING.
- EVERY EFFORT HAS BEEN MADE TO ENSURE ACCURACY AND
COMPLETENESS IN THIS HOME PLANS PACKAGE. IT IS THE RESPONSIBILITY
OF THE BUILDER TO CHECK AND VERIFY ALL DIMENSIONS, MATERIALS AND
SPECIFICATIONS PRIOR TO CONSTRUCTION. IF FOUND, ERRORS OR
OMISSIONS SHALL BE BROUGHT TO THE ATTENTION OF NORTHWEST
DRAFTING & DESIGN LTD. IMMEDIATELY AND PLANS WILL BE REVISED AND
REISSUED.
- DIMENSIONS SHALL ALWAYS TAKE PRECEDENCE OVER SCALE

FOOTINGS & FOUNDATIONS
- ALL FOOTINGS MUST BE PLACED ON UNDISTURBED OR COMPACTED SOIL
AND BELOW THE FROST LINE.
FOOTING AND FOUNDATION WALL SPECIFICATIONS AND REINFORCEMENT
WILL BE CONSISTENT WITH THE ENGINEERED PLANS. WHERE ENGINEERING
IS REQUIRED FOUNDATION WALLS, BELOW THE GROUND, WILL BE DAMP
PROOFED WITH TWO COATS ASPHALT EMULSION OR OTHER APPROVED
WATER TIGHT AND WATER SHEDDING MEMBRANE, DRAINAGE AROUND THE
PERIMETER WILL CONSIST OF 4" DIA. DRAINAGE PIPE COVERED WITH 6" OF
CRUSHED GRAVEL OR STONE.
FOUNDATION WALLS WILL BE INSULATED TO A MIN. OF 24" BELOW GRADE
WITH R-20 RATED RIGID INSULATION.

WOOD FRAMING
- WOOD MATERIAL USED MUST CONFORM TO STANDARDS SET OUT IN BCBC
2018 ED.
ALL WOOD IN CONTACT WITH CONCRETE MUST BE DAMP PROOFED USING
AN APPROVED METHOD AND MATERIAL AS ET OUT IN BCBC 2018.
LINTELS ARE TO BE 2-2X10 #2 DOUGLAS FIR, UNLESS STATED OTHERWISE.
LAMINATED BEAMS ARE TO BE SPECIFIED BY THE ENGINEERS AND TO BE
INSTALLED AS TO MANUFACTURERS OR ENGINEERS INSTRUCTIONS. ROOF
TRUSSES ARE TO BE ENGINEERED, BUILT AND INSTALLED AS PER THE
TRUSS MANUFACTURERS DESIGN.
DOUBLE FLOOR JOISTS UNDER ALL PARALLEL PARTITIONING WALLS,
JOISTS MAY BE ADJUSTED TO SUIT PLUMBING AND HEATING
INSTALLATIONS.

INSULATION AND VENTILATION
- ROOFS SHALL BE VENTED 1:300 USING EAVE, GABLE END AND RIDGE
VENTS UNIFORMLY SPACED. MIN 20X28" ATTIC ACCESS TO ALL ATTIC
AREAS. CRAWL SPACES SHALL BE VENTED 1;500 WITH VENTS PLACED
UNIFORMLY AROUND THE PERIMETER OF THE BUILDING.
ATTIC SPACES TO HAVE MINIMUM R-40 INSULATION VALUE.
ROOF JOISTS AND CANTILEVERED FLOOR AREA TO HAVE MIN. R-28
INSULATION VALUE
2X6" WALLS TO HAVE MINIMUM R-20 INSULATION VALUE.
6 MIL POLY VAPOR BARRIER TO BE PLACED ON WARM SIDE OF INSULATION.
INSULATION MUST NOT IMPEDE NECESSARY AIR FLOW IN ATTICS AND
OTHER ROOF SPACES.
- LIGHTING AND ELECTRICAL LAYOUTS ARE TO BE SPECIFIED BY THE
OWNER AND/OR BUILDER. ELECTRICAL SHALL MEET WITH LOCAL CODES
AND REQUIREMENTS
- INSTALLATION OF ALL PLUMBING, HEATING, AIR CONDITIONING AND
VENTILATION EQUIPMENT SHALL BE DONE IN ACCORDANCE TO
MANUFACTURERS INSTRUCTIONS. GOOD BUILDING PRACTICE AND
REQUIREMENTS OF BCBC 2018 EDITION.
- THE HOME DESIGN DOES NOT ALLOW FOR SITE CONDITIONS WHICH MAY
AFFECT THE STRUCTURAL INTEGRITY OF THE RESIDENCE.
THE BUILDER AND/ OR HOME OWNER IS ADVISED TO ENGAGE THE
SERVICES OF A STRUCTURAL ENGINEERING TO ASSESS THE DESIGN,
SPECIFY STRUCTURAL LOAD AND SEISMIC REQUIREMENTS FOR THE
DESIGN AND ENSURE THAT ALL THE REQUIREMENTS HAVE BEEN MET
DURING CONSTRUCTION. THE DESIGNER HAS NEITHER THE LEGAL ABILITY
NOR RESPONSIBILITY TO PROVIDE THIS INFORMATION.

BCBC 2018 REFERENCE  NOTES:
1) FOOTINGS TO BE LOCATED AND SIZED AS PER SUBSECTION 9.15.3.
2)FOUNDATION WALL THICKNESS AND HEIGHT TO COMPLY
WITH TABLE 9.15.4.2.A
3) DAMPROOFING ON BELOW GRADE WALL STRUCTURES REQUIRED
AS PER ARTICLE 9.13.2.1.
4)WATERPROOFING REQUIRED ON-GRADE SLABS & BELOW GRADE
WALLS WHERE HYDROSTATIC PRESSURE MAY OCCUR AS PER SENTENCE
9.13.3.1.(1 )
5)CONCRETE SLABS SHALL COMPLY WITH SUBSECTION 9.16.4.
6)CRAWLSPACES SHALL COMPLY WITH SECTION 9.18.
7) ROOF ACCESS AND VENTING SHALL COMPLY WITH SECTION 9.19.
8)UNREINFORCED MASONRY & MASONRY VENEER TO BE BUILT AS
SPECIFIED IN SECTION 9.20.
9)FIREPLACES TO BE DESIGNED & INSTALLED AS PER SECTION 9.22.
10)WOOD-FRAME CONSTRUCTION SHALL COMPLY WITHOUT SUBSECTION
9.23.3.
11) WOOD FRAME FASTENERS SHALL COMPLY WITH SUBSECTION 9.23.3.
12) NAILING FOR FRAMING AS SPECIFIED IN TABLE 9.23.3.4.
13)SPANS FOR BEAMS, JOISTS, & LINTELS SHALL COMPLY WITH
SUBSECTION 9.23.4.
14)BUILDING FRAMES SHALL ANCHORED TO THE FOUNDATION
AS SPECIFIED IN SUBSECTION 9.23.4.
15) SILL PLATES SHALL BE MIN. 38mm X 89mm WHERE THEY PROVIDE
BEARING FOR THE FLOOR SYSTEM (SEE SENTENCE 9.23.7.1.(1 )
16)BEAMS SUPPORTING FLOORS SHALL COMPLY WITH SUBSECTION  9.23.8.
17)FLOOR JOISTS SHALL COMPLY WITH SUBSECTION 9.23.9.
18)WALL STUDS SHALL COMPLY WITH SUBSECTION 9.23.10.
19)WALL PLATES SHALL COMPLY WITH SUBSECTION 9.23.11.
20) FRAMING OVER OPENINGS SHALL COMPLY W/SUBSECTION 9.23.12.
21)ROOF AND CEILING FRAMING SHALL COMPLY WITH SUBSECTION 9.23.13.
22)SUBFLOORING SHALL COMPLY WITH SUBSECTION 9.23.14
23)ROOF SHEATHING SHALL COMPLY WITH SUBSECTION 9.23.15.
24)WALL SHEATHING SHALL COMPLY WITH SUBSECTION 9.23.15
25)INSULATION REQUIRED AS PER ARTICLE 9.25.2.1.
26)INSTALL INSULATION AS SPECIFIED IN ARTICLE 9.25.2.3.
27)LOOSE-FILL INSULATION SHALL BE USED ON HORIZONTAL SURFACE
ONLY (SEE SENTENCE 9.25.2.4.(1)
28)AIR BARRIER REQUIRED AS PER ARTICLE 9.25.3.1.
29)CONTINUITY OF AIR BARRIER IS CRITICAL AS PER ARTICLE 9.25.3.3.
30)VAPOUR BARRIER REQUIRED AS PER ARTICLE 9.25.4.1.
31)MATERIAL SELECTION FOR VAPOUR BARRIER AS SPECIFIED IN
ARTICLE 9.25.4.2.
32)NAILS FOR ROOFING SHALL COMPLY WITH ARTICLE 9.26.2.2.
33)STAPLES FOR ROOFING SHALL COMPLY WITH ARTICLE 9.26.2.3.
34)ROOF FLASHINGS SHALL COMPLY WITH SUBSECTION 9.26.4.
35)EAVE PROTECTION FOR SHINGLES SHALL COMPLY WITH
SUBSECTION 9.26.5.
36)UNDERLAY BENEATH SHINGLES SHALL COMPLY WITH SUBSECTION
9.26.5.
37)ASPHALT SHINGLES SHALL COMPLY WITH SUBSECTION 9.26.7.
38)WOOD ROOF SHINGLES SHALL COMPLY WITH SUBSECTION 9.26.9
39)CEDAR ROOF SHAKES SHALL COMPLY WITH SUBSECTION 9.26.10.
40)CONCRETE ROOF TILES SHALL COMPLY SUBSECTION 9.26.17.

GENERAL ARCHITECTURAL NOTES:
1)ALL WORK SHALL CONFORM TO THE STANDARDS OF B.C BUILDING CODE
2018
EDITION SPECIFICALLY SECTION 9. ALL LOCAL CODES, BYLAWS AND
AMENDMENTS
2)DO NOT SCALE DRAWINGS, DIMENSIONS, ALWAYS TAKE PRECEDENCE
3)THE GENERAL CONTRACTOR SHALL VERIFY ALL DATUM'S , DIMENSIONS
AND LEVELS PRIOR TO COMMENCEMENT OF WORK. ALL ERRORS AND
OMISSIONS TO BE REPORTED
IMMEDIATELY TO THE DESIGNER.
4)VARIATIONS AND MODIFICATION TO THE WORK SHOWN ON DRAWINGS
SHALL NOT BE CARRIED OUT WITHOUT THE EXPRESS WRITTEN
PERMISSION OF THE DESIGNER
5)USE DOUBLE JOISTS PARTITIONS PARALLEL TO JOISTS.
6)ALL LOAD BEARING COLUMNS TO BE AT LEAST EQUAL TO WIDTH OF
BEAMS AND OF SOLID LUMBER OR LAMINATED STUDS.
7)LINTELS UP TO 6'-0" WIDE TO BE 2-2 x 10 DOUGLAS FIR # 2 OR BETTER
U.N.O.
LINTELS OVER 6'-0" TO BE 2-2X12 DOUGLAS FIR # 1 OR BETTER (SEE
STRUCTURAL)
8)PROVIDE MIN. 2X2 CROSS BRACING OR SOLID BLOCKING BETWEEN
JOISTS AND RAFTERS @7'00" O.C. MAXIMUM, MINIMUM ONE ROW.
9)ALL FOOTINGS TO BEAR ON UNDISTURBED NATIVE SOIL (OR BEDROCK)
AND EXTEND A MINIMUM OF 18" BELOW FINISHED GRADE.
10)MINIMUM PAD FOOTING SIZE 36" X 36" X 12' DEEP. (SEE STRUCTURAL )
11)SECURE SILL PLATES TO FOUNDATION WALLS WITH 1/2 " DIAM. X10" A.B/
@4'-0 o.c FOR EXTERIOR WALLS AND 6'-0" FOR INTERIOR WALLS.
12) ALL WOOD MEMBERS IN CONTACT WITH CONCRETE TO BE PROTECTED
WITH 45# D.P.C. OR SILL PLATE GASKET.
13)PROVIDE TWO COATS OF BITUMINOUS DAMP PROOFING TO ALL
EXTERIOR FOUNDATION WALLS.
14)PROVIDE A MINIMUM OF 8" CLEARANCE BETWEEN SOIL AND ANY WOOD
MEMBERS .
15)ALLOWABLE SOIL BEARING PRESSURE 1000 PSF ASSUMED FOR DESIGN
AND TO BE
CONFIRMED AT EXCAVATION BY A QUALIFIED ENGINEER. (SEE
STRUCTURAL)
16)PROVIDE MIN. CRAWL SPACE AND ATTIC ACCESS OF 1'-8" X 2'-4"
17) PROVIDE ALUMINUM OR G.I. FLASHINGS ALL OVER EXTERIOR OPENINGS.
18)CAULK AND RED SEAL ALL EXTERIOR OPENINGS.
19) SUPPLY AND INSTALL EXHAUST FANS AND DUCTING FOR ALL
BATHROOM AREAS.
20)UNIFORMLY DISTRIBUTE VENTILATION TO FLAT AND VAULTED ROOFS TO
1/300 AT THE TOP AND A MINIMUM OF 25% OF THE 1/300 AT THE BOTTOM.
21) BEDROOMS TO HAVE A MINIMUM WINDOW VENT SIZE OF 3.75 SQ.FT OF
THE FLOOR AREA AND A 15" MIN. DIMENSION.
22)MINIMUM VENTILATION FOR UNHEATED CRAWL SPACE 1/500 OF FLOOR
AREA.
23)WATERPROOF MEMBRANE FOR SHOWER FLOORS, EXTERIOR DECKS
WITH TILE AND BUILT IN GUTTERS TO BE LEXCAN E.P.D.M. FULLY BONDED
.606 MEMBRANE U.N.O.
24)FACTORY MANUFACTURED FIREPLACE AND FLUE SHALL BE U.L.C. LISTED
AND APPROVED
TO CONFORM TO:
CAN/U.L.C. #S610 N.B.C.                         9.22.8.1 (B.C. BUILDING CODE 2018
EDITION )
CAN/U.L.C. #S629 N.B.C.                         9.21.1.2 (B.C. BUILDING CODE 2018
EDITION )
25) PROVIDE A MINIMUM 16" HEARTH EXTENDING INFRONT AND 8" ON EACH
SIDE OF
ALL FIREPLACE OPENINGS. SEE B.C.B.C. 9.22.5.1 FOR RAISED HEATH.

EFFECTIVE INSULATION REQUIREMENTS:
CLIMATE ZONE : 4 - PRESCRIPTIVE PATH

EXTERIOR WALLS:                                                     RSI 2.78 (R-15.8)
WINDOWS & DOORS:                                                USI 1.80 (U-0.32)
FOUNDATION WALLS:                                                RSI 1.99 (R-11.3 )
HEATED FLOORS:                                                      RSI 2.32 (R-13.2)
UNHEATED BELOW FROST LINE:                             INSULATION NOT REQ'D
UNHEATED FLOORS ABOVE FROST LINE:             RSI 1.96 (R-11.1)
DOOR TO GARAGE:                                                   RSI 1.1 (R-6.25)
ACCESS HATCH:                                                        RSI 2.6 (U-14.76)
FRONT DOORS:                                                          USI 2.6 (U-0.46)
GLASS BLOCK:                                                            USI 2.9 (U.051)
FLOORS OVER UNHEATED SPACES:                      RSI 4.67 (R-26.5)
CEILINGS BELOW ATTICS:                                         RSI 6.91 (R-39.2)
SKYLIGHT SHAFTS:                                                    RSI 2.78 (R-15.8)
SKYLIGHTS:                                                                 USI 2.90  (U-0.51)
CATHEDRAL CEILINGS AND FLAT ROOFS:              RSI 4.67 (R-26.5)
SLAB -ON - GRADE WITH AN
INTEGRAL FOOTING:                                                  RSI 1.96 (R-11.1)
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INTER-OFFICE MEMO

TO: Manager, Area Planning & Development
- South Surrey Division
Planning and Development Department

FROM: Development Engineer, Engineering Department

DATE: April 20, 2021 PROJECT FILE: 7821-0007-00

RE: Engineering Requirements (Commercial/Industrial)
Location:  8293 King George Blvd           

TEMPORARY USE PERMIT

There are no engineering requirements relative to issuance of the Temporary Use Permit. 
However, the following issues are to be addressed at Building Permit:

Servicing
 If the developer wishes to connect to sanitary, then they will need to replace the existing 

lateral.
 Existing water service connection and meter can be used for this TUP. A backflow 

preventer is required to be installed at the service connection.
 The proposed gravel parking and drive aisle areas should be sufficiently graded to drain to 

surrounding pervious landscape/lawn areas to allow for exfiltration. If direct runoff is 
proposed to drain to one of the existing storm service connection off King George 
Boulevard, then a Water Quality treatment system should be provided. However, it is 
encouraged to drain all impervious areas to pervious areas to promote infiltration and 
water quality treatment. It is the expectation that full ISMP requirements are to be 
implemented at the time of future ultimate development.

Jeff Pang, P.Eng.
Development Engineer
M51
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CITY OF SURREY

(the "City")

TEMPORARY USE PERMIT

NO.:  7921-0007-00

Issued To:

(the "Owner")

Address of Owner:

1. This temporary use permit is issued subject to compliance by the Owner with all statutes, 
by-laws, orders, regulations or agreements, except as specifically varied by this temporary 
use permit.

2. This temporary use permit applies to that real property including land with or without 
improvements located within the City of Surrey, with the legal description and civic 
address as follows:

Parcel Identifier:  004-959-370
Lot 67 Section 29 Township 2 New Westminster District Plan 51521

8293 - King George Boulevard

(the "Land")

3. The authority to issue Temporary Use Permits is granted to municipalities under Sections 
492 and 493 of the Local Government Act R.S.B.C. 2015, c.1. Pursuant to Implementation, 
II(c) Implementation Instruments, Temporary Use Permits of Surrey Official Community 
Plan, 2013, No. 18020, as amended, the entire City of Surrey is designated a Temporary Use 
Permit area.

4. The temporary use permitted on the Land shall be for a real estate sales centre and 
associated surface parking lot.

5. The temporary use permitted on the Land shall be in accordance with:

(a) The appearance and location of the buildings, access, parking, and landscaping as 
shown on Schedule A and numbered 7921-0007-00 (1) through to and including 
7921-0007-00 (2) (the "Drawings") which is attached hereto and forms part of this 
permit.

APPENDIX III



- 2 -

6. Surrey Zoning By-law, 1993, No. 12000, as amended is varied as follows:

(a) In Section F of Yards and Setbacks of Part 42 "Tourist Accommodation Zone 
(CTA)" the minimum front yard setback for a principal and accessory building and 
structure is reduced from 20 metres to 5.2 metres. 
 

(b) In Section F of Yards and Setbacks of Part 42 "Tourist Accommodation Zone 
(CTA)" the minimum side (south) yard setback for a principal and accessory 
building and structure is reduced from 7.5 metres to 6.1 metres. 

7. The temporary use shall be carried out according to the following conditions:

(a) Parking is restricted to vehicles less than 5,000 kilograms GVW; and

(b) Upon termination of this Temporary Use Permit, the real estate centre and 
temporary parking shall be removed, and the land restored to its original 
condition.

8. As a condition of the issuance of this temporary use permit, Council is holding security set 
out below (the "Security") to ensure that the temporary use is carried out in accordance 
with the terms and conditions of this temporary use permit.  Should the Owner fail to 
comply with the terms and conditions of this temporary use permit within the time 
provided, the amount of the Security shall be forfeited to the City.  The City has the option 
of using the Security to enter upon the Land and perform such works as is necessary to 
eliminate the temporary use and bring the use and occupancy of the Land into compliance 
with Surrey Zoning By-law, 1993, No. 12000, as amended (the "Works").  The Owner 
hereby authorizes the City or its agents to enter upon the Land to complete the Works. 
There is submitted accordingly:

An Irrevocable Letter of Credit, in a form acceptable to the City, or Cash in the 
amount of $5,000.

9. The Land shall be developed strictly in accordance with the terms and conditions and 
provisions of this temporary use permit.  This temporary use permit is not a building 
permit.

10. An undertaking submitted by the Owner is attached hereto as Appendix I and forms part 
of this temporary use permit.

11. This temporary use permit is not transferable.  
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12. This temporary use permit shall lapse on or before three years from date of issuance.

AUTHORIZING RESOLUTION PASSED BY THE COUNCIL, THE       DAY OF           , 20  .

ISSUED THIS      DAY OF            , 20  .

______________________________________
Mayor – Doug McCallum

______________________________________
City Clerk – Jennifer Ficocelli

IN CONSIDERATION OF COUNCIL'S APPROVAL OF THIS TEMPORARY USE PERMIT AND 
OTHER GOOD AND VALUABLE CONSIDERATION, I/WE THE UNDERSIGNED AGREED TO 
THE TERMS AND CONDITIONS OF THIS TEMPORARY USE PERMIT AND ACKNOWLEDGE 
THAT WE HAVE READ AND UNDERSTOOD IT.

_____________________________________
Owner:  Signature

_____________________________________
Name (Please Print)



APPENDIX I

TO THE CITY OF SURREY:

I, _______________________________________________________ (Name of Owner)

being the owner of ________________________________________________________
(Legal Description)

known as _______________________________________________________________
(Civic Address)

hereby undertake as a condition of issuance of my temporary use permit to:

(a) demolish or remove all buildings and/or structures that are permitted to be 
constructed pursuant to the temporary use permit issued to me; and

(b) restore the land described on the temporary use permit to a condition specified in that 
permit;

all of which shall be done not later than the termination date set out on the temporary use 
permit.

I further understand that should I not fulfill the undertaking described herein, the City or its 
agents may enter upon the land described on the temporary use permit and perform such work as 
is necessary to eliminate the temporary use and bring the use and occupancy of the land in 
compliance with Surrey Zoning By-law, 1993, No. 12000, as amended, and that any securities 
submitted by me to the City pursuant to the temporary use permit shall be forfeited and applied 
to the cost of restoration of my land as herein set out.

This undertaking is attached hereto and forms part of the temporary use permit.

________________________________________

(Owner)

________________________________________

(Witness)



GENERAL NOTES:
- THESE DRAWINGS ARE THE PROPERTY OF NORTHWEST DRAFTING &
DESIGN LTD. THESE DRAWINGS MAY NOT BE COPIED, REPRODUCED OR
ALTERED WITHOUT THE EXPRESSION PERMISSION OF NORTHWEST
DRAFTING & DESIGN LTD.
- THESE DRAWINGS HAVE BEEN PREPARED AND ARE EXPECTED TO BE
CONSTRUCTED TO CONFORM TO BCBC 2018
THE BUILDER IS RESPONSIBLE FOR ENSURING THAT ALL CONSTRUCTION
CONFORMS TO THE REGULATIONS AND STANDARDS SET OUT IN BCBC 2018
AND TO THE LOCAL BUILDING BYLAWS
- ALL CONSTRUCTION AND INSULATION SHALL BE DONE IN ACCORDANCE
WITH GOOD BUILDING PRACTICES AND MANUFACTURERS SPECIFICATIONS
AND INSTRUCTIONS THESE ARCHITECTURAL PLANT WILL REQUIRE
CERTIFICATION BY A STRUCTURAL ENGINEER, IT IS THE RESPONSIBILITY OF
THE BUILDER AND/OR HOMEOWNER TO OBTAIN THE REQUIRED
ENGINEERING.
- EVERY EFFORT HAS BEEN MADE TO ENSURE ACCURACY AND
COMPLETENESS IN THIS HOME PLANS PACKAGE. IT IS THE RESPONSIBILITY
OF THE BUILDER TO CHECK AND VERIFY ALL DIMENSIONS, MATERIALS AND
SPECIFICATIONS PRIOR TO CONSTRUCTION. IF FOUND, ERRORS OR
OMISSIONS SHALL BE BROUGHT TO THE ATTENTION OF NORTHWEST
DRAFTING & DESIGN LTD. IMMEDIATELY AND PLANS WILL BE REVISED AND
REISSUED.
- DIMENSIONS SHALL ALWAYS TAKE PRECEDENCE OVER SCALE

FOOTINGS & FOUNDATIONS
- ALL FOOTINGS MUST BE PLACED ON UNDISTURBED OR COMPACTED SOIL
AND BELOW THE FROST LINE.
FOOTING AND FOUNDATION WALL SPECIFICATIONS AND REINFORCEMENT
WILL BE CONSISTENT WITH THE ENGINEERED PLANS. WHERE ENGINEERING
IS REQUIRED FOUNDATION WALLS, BELOW THE GROUND, WILL BE DAMP
PROOFED WITH TWO COATS ASPHALT EMULSION OR OTHER APPROVED
WATER TIGHT AND WATER SHEDDING MEMBRANE, DRAINAGE AROUND THE
PERIMETER WILL CONSIST OF 4" DIA. DRAINAGE PIPE COVERED WITH 6" OF
CRUSHED GRAVEL OR STONE.
FOUNDATION WALLS WILL BE INSULATED TO A MIN. OF 24" BELOW GRADE
WITH R-20 RATED RIGID INSULATION.

WOOD FRAMING
- WOOD MATERIAL USED MUST CONFORM TO STANDARDS SET OUT IN BCBC
2018 ED.
ALL WOOD IN CONTACT WITH CONCRETE MUST BE DAMP PROOFED USING
AN APPROVED METHOD AND MATERIAL AS ET OUT IN BCBC 2018.
LINTELS ARE TO BE 2-2X10 #2 DOUGLAS FIR, UNLESS STATED OTHERWISE.
LAMINATED BEAMS ARE TO BE SPECIFIED BY THE ENGINEERS AND TO BE
INSTALLED AS TO MANUFACTURERS OR ENGINEERS INSTRUCTIONS. ROOF
TRUSSES ARE TO BE ENGINEERED, BUILT AND INSTALLED AS PER THE
TRUSS MANUFACTURERS DESIGN.
DOUBLE FLOOR JOISTS UNDER ALL PARALLEL PARTITIONING WALLS,
JOISTS MAY BE ADJUSTED TO SUIT PLUMBING AND HEATING
INSTALLATIONS.

INSULATION AND VENTILATION
- ROOFS SHALL BE VENTED 1:300 USING EAVE, GABLE END AND RIDGE
VENTS UNIFORMLY SPACED. MIN 20X28" ATTIC ACCESS TO ALL ATTIC
AREAS. CRAWL SPACES SHALL BE VENTED 1;500 WITH VENTS PLACED
UNIFORMLY AROUND THE PERIMETER OF THE BUILDING.
ATTIC SPACES TO HAVE MINIMUM R-40 INSULATION VALUE.
ROOF JOISTS AND CANTILEVERED FLOOR AREA TO HAVE MIN. R-28
INSULATION VALUE
2X6" WALLS TO HAVE MINIMUM R-20 INSULATION VALUE.
6 MIL POLY VAPOR BARRIER TO BE PLACED ON WARM SIDE OF INSULATION.
INSULATION MUST NOT IMPEDE NECESSARY AIR FLOW IN ATTICS AND
OTHER ROOF SPACES.
- LIGHTING AND ELECTRICAL LAYOUTS ARE TO BE SPECIFIED BY THE
OWNER AND/OR BUILDER. ELECTRICAL SHALL MEET WITH LOCAL CODES
AND REQUIREMENTS
- INSTALLATION OF ALL PLUMBING, HEATING, AIR CONDITIONING AND
VENTILATION EQUIPMENT SHALL BE DONE IN ACCORDANCE TO
MANUFACTURERS INSTRUCTIONS. GOOD BUILDING PRACTICE AND
REQUIREMENTS OF BCBC 2018 EDITION.
- THE HOME DESIGN DOES NOT ALLOW FOR SITE CONDITIONS WHICH MAY
AFFECT THE STRUCTURAL INTEGRITY OF THE RESIDENCE.
THE BUILDER AND/ OR HOME OWNER IS ADVISED TO ENGAGE THE
SERVICES OF A STRUCTURAL ENGINEERING TO ASSESS THE DESIGN,
SPECIFY STRUCTURAL LOAD AND SEISMIC REQUIREMENTS FOR THE
DESIGN AND ENSURE THAT ALL THE REQUIREMENTS HAVE BEEN MET
DURING CONSTRUCTION. THE DESIGNER HAS NEITHER THE LEGAL ABILITY
NOR RESPONSIBILITY TO PROVIDE THIS INFORMATION.

BCBC 2018 REFERENCE  NOTES:
1) FOOTINGS TO BE LOCATED AND SIZED AS PER SUBSECTION 9.15.3.
2)FOUNDATION WALL THICKNESS AND HEIGHT TO COMPLY
WITH TABLE 9.15.4.2.A
3) DAMPROOFING ON BELOW GRADE WALL STRUCTURES REQUIRED
AS PER ARTICLE 9.13.2.1.
4)WATERPROOFING REQUIRED ON-GRADE SLABS & BELOW GRADE
WALLS WHERE HYDROSTATIC PRESSURE MAY OCCUR AS PER SENTENCE
9.13.3.1.(1 )
5)CONCRETE SLABS SHALL COMPLY WITH SUBSECTION 9.16.4.
6)CRAWLSPACES SHALL COMPLY WITH SECTION 9.18.
7) ROOF ACCESS AND VENTING SHALL COMPLY WITH SECTION 9.19.
8)UNREINFORCED MASONRY & MASONRY VENEER TO BE BUILT AS
SPECIFIED IN SECTION 9.20.
9)FIREPLACES TO BE DESIGNED & INSTALLED AS PER SECTION 9.22.
10)WOOD-FRAME CONSTRUCTION SHALL COMPLY WITHOUT SUBSECTION
9.23.3.
11) WOOD FRAME FASTENERS SHALL COMPLY WITH SUBSECTION 9.23.3.
12) NAILING FOR FRAMING AS SPECIFIED IN TABLE 9.23.3.4.
13)SPANS FOR BEAMS, JOISTS, & LINTELS SHALL COMPLY WITH
SUBSECTION 9.23.4.
14)BUILDING FRAMES SHALL ANCHORED TO THE FOUNDATION
AS SPECIFIED IN SUBSECTION 9.23.4.
15) SILL PLATES SHALL BE MIN. 38mm X 89mm WHERE THEY PROVIDE
BEARING FOR THE FLOOR SYSTEM (SEE SENTENCE 9.23.7.1.(1 )
16)BEAMS SUPPORTING FLOORS SHALL COMPLY WITH SUBSECTION  9.23.8.
17)FLOOR JOISTS SHALL COMPLY WITH SUBSECTION 9.23.9.
18)WALL STUDS SHALL COMPLY WITH SUBSECTION 9.23.10.
19)WALL PLATES SHALL COMPLY WITH SUBSECTION 9.23.11.
20) FRAMING OVER OPENINGS SHALL COMPLY W/SUBSECTION 9.23.12.
21)ROOF AND CEILING FRAMING SHALL COMPLY WITH SUBSECTION 9.23.13.
22)SUBFLOORING SHALL COMPLY WITH SUBSECTION 9.23.14
23)ROOF SHEATHING SHALL COMPLY WITH SUBSECTION 9.23.15.
24)WALL SHEATHING SHALL COMPLY WITH SUBSECTION 9.23.15
25)INSULATION REQUIRED AS PER ARTICLE 9.25.2.1.
26)INSTALL INSULATION AS SPECIFIED IN ARTICLE 9.25.2.3.
27)LOOSE-FILL INSULATION SHALL BE USED ON HORIZONTAL SURFACE
ONLY (SEE SENTENCE 9.25.2.4.(1)
28)AIR BARRIER REQUIRED AS PER ARTICLE 9.25.3.1.
29)CONTINUITY OF AIR BARRIER IS CRITICAL AS PER ARTICLE 9.25.3.3.
30)VAPOUR BARRIER REQUIRED AS PER ARTICLE 9.25.4.1.
31)MATERIAL SELECTION FOR VAPOUR BARRIER AS SPECIFIED IN
ARTICLE 9.25.4.2.
32)NAILS FOR ROOFING SHALL COMPLY WITH ARTICLE 9.26.2.2.
33)STAPLES FOR ROOFING SHALL COMPLY WITH ARTICLE 9.26.2.3.
34)ROOF FLASHINGS SHALL COMPLY WITH SUBSECTION 9.26.4.
35)EAVE PROTECTION FOR SHINGLES SHALL COMPLY WITH
SUBSECTION 9.26.5.
36)UNDERLAY BENEATH SHINGLES SHALL COMPLY WITH SUBSECTION
9.26.5.
37)ASPHALT SHINGLES SHALL COMPLY WITH SUBSECTION 9.26.7.
38)WOOD ROOF SHINGLES SHALL COMPLY WITH SUBSECTION 9.26.9
39)CEDAR ROOF SHAKES SHALL COMPLY WITH SUBSECTION 9.26.10.
40)CONCRETE ROOF TILES SHALL COMPLY SUBSECTION 9.26.17.

GENERAL ARCHITECTURAL NOTES:
1)ALL WORK SHALL CONFORM TO THE STANDARDS OF B.C BUILDING CODE
2018
EDITION SPECIFICALLY SECTION 9. ALL LOCAL CODES, BYLAWS AND
AMENDMENTS
2)DO NOT SCALE DRAWINGS, DIMENSIONS, ALWAYS TAKE PRECEDENCE
3)THE GENERAL CONTRACTOR SHALL VERIFY ALL DATUM'S , DIMENSIONS
AND LEVELS PRIOR TO COMMENCEMENT OF WORK. ALL ERRORS AND
OMISSIONS TO BE REPORTED
IMMEDIATELY TO THE DESIGNER.
4)VARIATIONS AND MODIFICATION TO THE WORK SHOWN ON DRAWINGS
SHALL NOT BE CARRIED OUT WITHOUT THE EXPRESS WRITTEN
PERMISSION OF THE DESIGNER
5)USE DOUBLE JOISTS PARTITIONS PARALLEL TO JOISTS.
6)ALL LOAD BEARING COLUMNS TO BE AT LEAST EQUAL TO WIDTH OF
BEAMS AND OF SOLID LUMBER OR LAMINATED STUDS.
7)LINTELS UP TO 6'-0" WIDE TO BE 2-2 x 10 DOUGLAS FIR # 2 OR BETTER
U.N.O.
LINTELS OVER 6'-0" TO BE 2-2X12 DOUGLAS FIR # 1 OR BETTER (SEE
STRUCTURAL)
8)PROVIDE MIN. 2X2 CROSS BRACING OR SOLID BLOCKING BETWEEN
JOISTS AND RAFTERS @7'00" O.C. MAXIMUM, MINIMUM ONE ROW.
9)ALL FOOTINGS TO BEAR ON UNDISTURBED NATIVE SOIL (OR BEDROCK)
AND EXTEND A MINIMUM OF 18" BELOW FINISHED GRADE.
10)MINIMUM PAD FOOTING SIZE 36" X 36" X 12' DEEP. (SEE STRUCTURAL )
11)SECURE SILL PLATES TO FOUNDATION WALLS WITH 1/2 " DIAM. X10" A.B/
@4'-0 o.c FOR EXTERIOR WALLS AND 6'-0" FOR INTERIOR WALLS.
12) ALL WOOD MEMBERS IN CONTACT WITH CONCRETE TO BE PROTECTED
WITH 45# D.P.C. OR SILL PLATE GASKET.
13)PROVIDE TWO COATS OF BITUMINOUS DAMP PROOFING TO ALL
EXTERIOR FOUNDATION WALLS.
14)PROVIDE A MINIMUM OF 8" CLEARANCE BETWEEN SOIL AND ANY WOOD
MEMBERS .
15)ALLOWABLE SOIL BEARING PRESSURE 1000 PSF ASSUMED FOR DESIGN
AND TO BE
CONFIRMED AT EXCAVATION BY A QUALIFIED ENGINEER. (SEE
STRUCTURAL)
16)PROVIDE MIN. CRAWL SPACE AND ATTIC ACCESS OF 1'-8" X 2'-4"
17) PROVIDE ALUMINUM OR G.I. FLASHINGS ALL OVER EXTERIOR OPENINGS.
18)CAULK AND RED SEAL ALL EXTERIOR OPENINGS.
19) SUPPLY AND INSTALL EXHAUST FANS AND DUCTING FOR ALL
BATHROOM AREAS.
20)UNIFORMLY DISTRIBUTE VENTILATION TO FLAT AND VAULTED ROOFS TO
1/300 AT THE TOP AND A MINIMUM OF 25% OF THE 1/300 AT THE BOTTOM.
21) BEDROOMS TO HAVE A MINIMUM WINDOW VENT SIZE OF 3.75 SQ.FT OF
THE FLOOR AREA AND A 15" MIN. DIMENSION.
22)MINIMUM VENTILATION FOR UNHEATED CRAWL SPACE 1/500 OF FLOOR
AREA.
23)WATERPROOF MEMBRANE FOR SHOWER FLOORS, EXTERIOR DECKS
WITH TILE AND BUILT IN GUTTERS TO BE LEXCAN E.P.D.M. FULLY BONDED
.606 MEMBRANE U.N.O.
24)FACTORY MANUFACTURED FIREPLACE AND FLUE SHALL BE U.L.C. LISTED
AND APPROVED
TO CONFORM TO:
CAN/U.L.C. #S610 N.B.C.                         9.22.8.1 (B.C. BUILDING CODE 2018
EDITION )
CAN/U.L.C. #S629 N.B.C.                         9.21.1.2 (B.C. BUILDING CODE 2018
EDITION )
25) PROVIDE A MINIMUM 16" HEARTH EXTENDING INFRONT AND 8" ON EACH
SIDE OF
ALL FIREPLACE OPENINGS. SEE B.C.B.C. 9.22.5.1 FOR RAISED HEATH.

EFFECTIVE INSULATION REQUIREMENTS:
CLIMATE ZONE : 4 - PRESCRIPTIVE PATH

EXTERIOR WALLS:                                                     RSI 2.78 (R-15.8)
WINDOWS & DOORS:                                                USI 1.80 (U-0.32)
FOUNDATION WALLS:                                                RSI 1.99 (R-11.3 )
HEATED FLOORS:                                                      RSI 2.32 (R-13.2)
UNHEATED BELOW FROST LINE:                             INSULATION NOT REQ'D
UNHEATED FLOORS ABOVE FROST LINE:             RSI 1.96 (R-11.1)
DOOR TO GARAGE:                                                   RSI 1.1 (R-6.25)
ACCESS HATCH:                                                        RSI 2.6 (U-14.76)
FRONT DOORS:                                                          USI 2.6 (U-0.46)
GLASS BLOCK:                                                            USI 2.9 (U.051)
FLOORS OVER UNHEATED SPACES:                      RSI 4.67 (R-26.5)
CEILINGS BELOW ATTICS:                                         RSI 6.91 (R-39.2)
SKYLIGHT SHAFTS:                                                    RSI 2.78 (R-15.8)
SKYLIGHTS:                                                                 USI 2.90  (U-0.51)
CATHEDRAL CEILINGS AND FLAT ROOFS:              RSI 4.67 (R-26.5)
SLAB -ON - GRADE WITH AN
INTEGRAL FOOTING:                                                  RSI 1.96 (R-11.1)
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