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the future lives here.




	QUOTATION

SCHEDULE B
	


RFQ Title:  Supply and Delivery Various Vehicles 
RFQ No.:  1220-040-2021-037
CONTRACTOR

Legal Name: 

_____________________________________________________
Contact Person and Title:


Business Address:


Business Telephone:


Business Fax:


Business E-Mail Address:



TO:
CITY OF SURREY

City Representative:
Richard D. Oppelt, Manager, Procurement Services
Email:  purchasing@surrey.ca
1.

If this offer is accepted by the City, such offer and acceptance will create a contract as described in:



(a)
the RFQ;



(b)
the specifications of Goods set out above and in Schedule A;



(c)
the General Terms and Conditions; and



(d)
this Quotation; and



(e)
other terms, if any, that are agreed to by the parties in writing.

2.

Capitalized terms used and not defined in this Quotation will have the meanings given to them in the RFQ.  Except as specifically modified by this Quotation, all terms, conditions, representations, warranties and covenants as set out in the RFQ will remain in full force and effect.
3.
I/We have reviewed the RFQ Attachment 1 – Quotation Agreement - Goods.  If requested by the City, I/we would be prepared to enter into that Agreement, amended by the following departures (list, if any):
Section


Requested Departure(s) / Alternative(s)


Please State Reason For Departure(s):

Changes and Additions to Specifications:

4.
In addition to the warranties provided in Attachment 1 – Quotation Agreement - Goods, this Quotation includes the following warranties:

5.
I/We have reviewed the RFQ Attachment 1 – Quotation Agreement - Goods, Schedule A – Specifications of Goods.  If requested by the City, I/we would be prepared to meet those requirements, amended by the following departures (list, if any):
Section


Requested Departure(s) / Alternative(s) / Additions

Please State Reason For Departure(s):

Pricing and Payments (Note to Contractors:  If insufficient space, add additional tables as required).
6.
The Contractor offers to supply to the City of Surrey the Goods for the prices plus applicable taxes as follows:

In accordance with the Agreement, which terms and conditions I/we have carefully examined and agree to, the undersigned hereby submits a firm Quotation for the supply and delivery of the Good in accordance with the Specifications for the price(s) as listed below, delivered F.O.B. Freight Prepaid, City of Surrey, Fleet/Service Centre, Central Operations Works Yard, 6651 – 148th Street, Surrey, B.C. V3S 3C7, CANADA.

The following price(s) include and covers all duties, taxes, handling and transportation charges, and all other charges incidental to and forming part of this Quotation.  The Contractor shall be responsible for customs clearance and payment of any duties and/or taxes owing at the time of importation into CANADA, as applicable. 
QUOTATION 1A: 
22,000 LBS GVW (MINIMUM) REGULAR CAB 4X4, CAB & CHASSIS CONFIGURATION

Year, Make & Model:  
__________________________________________________________

All costs to meet the preferred specifications shall be included in the following delivered prices.

	F.O.B.

Destination

Freight Prepaid
	Payment Terms:

A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	Ship Via:

	Item
	Particulars
	22,000 LBS GVW REGULAR CAB 4X4, CAB & CHASSIS CONFIGURATION
	Cost per Unit (CDN $)

	1
	Price per Unit:
	
	$

	2
	Province of B.C. Environmental Levy (Battery):
	
	

	3
	Province of B.C. Advance Disposal Fee (Tires):
	
	

	4
	Air Conditioning Surcharge:
	
	

	5
	Other Fees/Levies (please state):
	
	$

	
	      a.)
	
	

	
	      b.)
	
	

	
	      c.)
	
	

	6
	Subtotal:
	
	$

	7
	GST (5%) on $______________
	
	$

	8
	PST (7%) on $______________
	
	$

	9
	TOTAL QUOTATION PRICE 
	
	$

	Pricing is firm until (state date): 

	ALL PRICING IN CANADIAN DOLLARS


The completed unit shall be delivered within _______ days after receipt of purchase order.
Manufacturer’s Warranty:  State Warranty


Body Warranty:  State Warranty_________________________________________________

Warranty repairs shall be performed at 


Please complete if applicable:
British Columbia Certified (
Specifications

Contractors should complete and submit with their Quotation the Preferred Technical Specifications Response Form.  Attach any additional specifications for the Good, any optional accessories and any substitutions for the Good (if substitutions are permitted or applicable).
The specification herein states the preferred requirements of the City of Surrey. 

Note: Contractors are directed to list complete manufacturers’ details of model proposed in the right-most column.
	Preferred Technical Specifications Response Form
	√

(Yes)
	√

(No)


	Manufacturers’ Specifications of Equipment Offered.  Bidder shall complete all spaces in this column.

	A. Exterior

	1. Colour - White
	□
	□
	

	2. Cab & Chassis, 84-inch CA, wheelbase approximately 169 inches
	□
	□
	

	3. Trailer tow mirrors, power, and heated glass with spotter mirror and LED side mirror spotlights
	□
	□
	

	4. Install window vent visors on both front doors
	□
	□
	

	5. Vehicle shall come with snowplough prep package
	□
	□
	

	B. Engine

	1. Engine shall be prepared (gaseous prep engine) to run on CNG and gasoline and shall comply with all Provincial and Federal engine emission regulations. It is the supplier and installers responsibility to ensure the engine meets all Canadian exhaust and evaporative emission requirements when running on CNG.
	□
	□
	

	2. State engine configuration, size
	□
	□
	

	3. Full manufactures warranty with CNG conversion should be provided
	□
	□
	

	4. Cooling system to -30F

	□
	□
	

	5. CNG system to be integrated into manufacturer’s engine management system. 
	□
	□
	

	6. Provide details on the proposed CNG conversion kit.
	□
	□
	

	C. Transmission, Brakes

	1. Automatic transmission, with selectable drive modes, tow/haul, deep sand/snow and slippery, state number of speeds 
	□
	□
	

	2. Power assisted ABS brakes
	□
	□
	

	3. Limited slip differential
	□
	□
	

	4. Front axle shall have freewheeling hubs
	□
	□
	

	D. Fuel Tanks

	1. The manufacturers gasoline fuel tank shall remain
	□
	□
	

	2. CNG tank(s) shall be of a size of at least 24.5 GGE/93GLE to give sufficient operating range under normal operating conditions and shall be made of composite material – steel tanks are unacceptable. State tank size
	□
	□
	

	3. Fuel gauge for each fuel type shall be provided in easy view for the driver
	□
	□
	

	4. The switch to change from one fuel to the other shall be hidden from the driver
	□
	□
	

	5. CNG fuel tank(s) to be mounted in toolbox as provided by the body supplier in a manner to maximize box space and meets M.O.T and CNG installation regulations
	□
	□
	

	6. CNG filling ports (2) (one either side) shall be located between the cab and the tool box
	□
	□
	

	7. Valving shall be installed in a suitable location to allow for the CNG system to be de-fueled should the need arise
	□
	□
	

	E. Wheels, Tires

	1. Tyres – 245/70R x 19.5 BSW traction tread (6)
	□
	□
	

	2. Wheels 19.5 x 6.75” painted steel
	□
	□
	

	F. Interior

	1. Seats 40/20/40 split front seat, vinyl covered
	□
	□
	

	2. Seat covers shall be installed – fabric type Wrangler – Fia Saddle Blanket type
	□
	□
	

	3. Two 12-volt power outlets shall be provided
	□
	□
	

	4. Rubber floor mats shall be provided for all seating areas
	□
	□
	

	5. Air conditioning
	□
	□
	

	6. Radio AM/FM stereo w/MP3 player with Bluetooth
	□
	□
	

	7. All auxiliary cab switches shall be wired from a non-switched source – e.g. direct from battery
	□
	□
	

	8. Remote keyless entry
	□
	□
	

	9. Power windows
	□
	□
	

	G. Miscellaneous

	1. Remote keyless entry with 3 sets of keys
	□
	□
	

	2. Trailer tow package wiring to match 6 pin 1235 BX Cole Hersey t/plug wire to City of Surrey wiring pattern and brake controller
	□
	□
	

	3. Dual 78 AH 750 CCA batteries
	□
	□
	

	4. 390 Amp alternator
	□
	□
	

	5. Pre-collision alert
	
	
	

	6. State GVW in lbs
	□
	□
	

	7. State max towing capacity in lbs
	□
	□
	

	8. Back up alarm - Grote part # 73040 97 dBA
	□
	□
	

	9. Fire extinguisher 2.5lb dry powder ABC type
	□
	□
	

	10. WCB Level 1 Basic First Aid Kit
	□
	□
	

	11. Splash guards front and mudflaps rear
	□
	□
	

	12. Running boards shall be supplied and fitted
	□
	□
	

	13. The vehicle shall be rust proofed with a product that provides long term protection and does not require continued reapplication of the product. Contractor to provide details of product offered and warranty.
	□
	□
	

	14. The Contractor shall deliver the vehicles, registered, insured, and plated as per the City’s insurance requirements through the City’s insurance broker.
	□
	□
	

	H. CNG

	1. The vehicles shall default to run on CNG and shall only operate on gasoline when the CNG tank is empty. Vehicles may start on gasoline but should automatically switch to CNG once they reach operating temperature. (Please provide details)
	□
	□
	

	I. Warranty and data

	1. Provide details of manufacturer’s warranty
	□
	□
	

	2. Operators Manuals / Service Manuals



1 – Service manual or CD c/w software
A build sheet shall be provided detailing (but not limited to the following):

· VIN

· Engine details including serial number

· Transmission details including serial number

· Diff details including serial number

· Oil types and quantities for all components

· Tire make, type and size

· Engine belts details

· Filter list for all components

· Battery details

· Beacon light make
· Body and hydraulic components

	□
	□
	

	10. Dump box Package

	1. Dump box package as per Work Truck West MR21-024B 
	□
	□
	


- END OF PAGE -

QUOTATION 1B:
HALF TON SUPER CAB 4X4 8’ BOX

Year, Make & Model:  
__________________________________________________________

All costs to meet the preferred specifications shall be included in the following delivered prices.
	F.O.B.

Destination

Freight Prepaid
	Payment Terms:

A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	Ship Via:

	Item
	Particulars
	HALF TON SUPER CAB 4X4 8’ BOX
	Cost per Unit (CDN $)

	1
	Price per Unit:
	
	$

	2
	Province of B.C. Environmental Levy (Battery):
	
	

	3
	Province of B.C. Advance Disposal Fee (Tires):
	
	

	4
	Air Conditioning Surcharge:
	
	

	5
	Other Fees/Levies (please state):
	
	$

	
	      a.)
	
	

	
	      b.)
	
	

	
	      c.)
	
	

	6
	Subtotal:
	
	$

	7
	GST (5%) on $______________
	
	$

	8
	PST (7%) on $______________
	
	$

	9
	TOTAL QUOTATION PRICE 
	
	$

	Pricing is firm until (state date): 

	ALL PRICING IN CANADIAN DOLLARS


The completed unit shall be delivered within _______ days after receipt of purchase order.
Manufacturer’s Warranty:  State Warranty


Body Warranty:  State Warranty_________________________________________________

Warranty repairs shall be performed at 


Please complete if applicable:
British Columbia Certified (
Specifications

Contractors should complete and submit with their Quotation the Preferred Technical Specifications Response Form.  Attach any additional specifications for the Good, any optional accessories and any substitutions for the Good (if substitutions are permitted or applicable).
The specification herein states the preferred requirements of the City of Surrey. 

Note: Contractors are directed to list complete manufacturers’ details of model proposed in the right-most column.

	Preferred Technical Specifications Response Form
	√

(Yes)
	√

(No)


	Manufacturers’ Specifications of Equipment Offered.  Bidder shall complete all spaces in this column.

	A. Exterior

	1. Colour - White
	□
	□
	

	2. 8’ box or provide dimensions 
	□
	□
	

	3. Dual power heated mirrors, manual fold
	□
	□
	

	4. Vent visors to be fitted to both front door windows
	□
	□
	

	B. Engine

	1. Engine shall be prepared (gaseous prep engine) to run on CNG and gasoline and shall comply with all Provincial and Federal engine emission regulations. It is the supplier and installers responsibility to ensure the engine meets all Canadian exhaust and evaporative emission requirements when running on CNG.
	□
	□
	

	2. State engine configuration, size
	□
	□
	

	3. Full manufactures warranty with CNG conversion should be provided
	□
	□
	

	4. Cooling system to -30F
	□
	□
	

	5. CNG system to be integrated into manufacturer’s engine management system. 
	□
	□
	

	C. Transmission, Brakes

	1. Automatic transmission, state number of speeds 
	□
	□
	

	2. Power assisted ABS brakes
	□
	□
	

	3. Limited slip rear differential
	□
	□
	

	4. Front axle shall have freewheeling hubs
	□
	□
	

	D. Fuel Tanks

	1. The manufacturers gasoline fuel tank shall remain
	□
	□
	

	2. CNG tank shall be of a size of at least 24.5 GGE/93GLE to give sufficient operating range under normal operating conditions and shall be made of composite material – steel tanks are unacceptable
	□
	□
	

	3. Fuel gauge for each fuel type shall be provided in easy view for the driver
	□
	□
	

	4. Fuel tank should be mounted to the vehicle in a manner to maximize box space.  The tank shall be mounted above the floor of the deck, with approximately 7” clearance.
	□
	□
	

	5. The mounting of the tank shall be certified by a qualified engineer.
	□
	□
	

	6. CNG tank shall have an aluminum checker plate cover which protects the tank. The aluminum checker plate shall be a minimum of 3mm in thickness. The cover shall be securely attached to the box. The bottom of the tank shall be protected with 3mm aluminum plate. Contractors can view the specified cover and mounting assembly by arranging a time via the Purchasing Section.
	□
	□
	

	7. A hinged access flap shall be provided in the top of the cover for access to the tank shut off valve
	□
	□
	

	8. The CNG filling port shall be in the same location as the gasoline filler
	□
	□
	

	9. Please install equipment as part of the installation that will allow for de-fueling of the 
	□
	□
	

	E. Wheels, Tires

	1. All Terrain tires winter rated snowflake symbol
	□
	□
	

	2. Full size spare tire
	□
	□
	

	F. Interior

	1. Seats 40/20/40 split front seat, vinyl covered
	□
	□
	

	2. Two 12-volt power outlets shall be provided
	□
	□
	

	3. Rubber floor mats shall be provided for all seating areas
	□
	□
	

	4. Air conditioning
	□
	□
	

	5. AM/FM radio with Bluetooth
	□
	□
	

	6. Power windows
	□
	□
	

	7. Power locks
	□
	□
	

	G. Miscellaneous

	1. Keyless entry with 3 sets of keys
	□
	□
	

	2. Trailer Tow Package complete hidden trailer hitch package, Class IV, c/w receiver, hitch to match the maximum towing capability of the vehicle. Wiring to match 6 pin 1235 BX Cole Hersey t/plug and integrated trailer brake controller. Trailer wiring to be configured to match City of Surrey wiring standard.
	□
	□
	

	3. Spray in bed liner, under rail, including tailgate
	□
	□
	

	4. State GVW in lbs
	□
	□
	

	5. State max towing capacity in lbs
	□
	□
	

	6. Aluminum cab guard – mesh type (Brand - DeeZee)
	□
	□
	

	7. Beacon light – LED amber Whelen (R2LPPA), to be mounted on cab guard to the left side of the vehicle. Light to be wired separately of the ignition switch. Switch to be illuminated when on.
	□
	□
	

	8. Back up alarm - Grote part # 73040 97 dBA, and reverse sensing system
	□
	□
	

	9. Fire extinguisher 2.5lb dry powder ABC type
	□
	□
	

	10. Splash guards front and rear
	□
	□
	

	11. Running boards shall be supplied and fitted
	□
	□
	

	12. The vehicle shall be rust proofed with a product that provides long term protection and does not require continued reapplication of the product. Contractor to provide details of product offered and warranty.
	□
	□
	

	13. The Contractor shall deliver the vehicles, registered, insured, and plated as per the City’s insurance requirements through the City’s insurance broker.

	□
	□
	

	H. CNG

	1. The vehicles shall default to run on CNG and shall only operate on gasoline when the CNG tank is empty. Vehicles may start on gasoline but should automatically switch to CNG once they reach operating temperature. (Please provide details)
	□
	□
	

	I. Warranty

	1. Provide details of manufacturer’s warranty
	□
	□
	

	2. Operator’s manuals / service manuals



One service manual or CD c/w software
A build sheet shall be provided detailing (but not limited to the following):

· VIN

· Engine details including serial number

· Transmission details including serial number

· Diff details including serial number

· Oil types and quantities for all components

· Tire make, type and size

· Engine belts details

· Filter list for all components

· Battery details

· Beacon light make
	□
	□
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QUOTATION 1C:
HALF TON SUPER CAB 8’ BOX 4X2

Year, Make & Model:  
__________________________________________________________

All costs to meet the preferred specifications shall be included in the following delivered prices.

	F.O.B.

Destination

Freight Prepaid
	Payment Terms:

A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	Ship Via:

	Item
	Particulars
	HALF TON SUPER CAB 8’ BOX 4X2
	Cost per Unit (CDN $)

	1
	Price per Unit:
	
	$

	2
	Province of B.C. Environmental Levy (Battery):
	
	

	3
	Province of B.C. Advance Disposal Fee (Tires):
	
	

	4
	Air Conditioning Surcharge:
	
	

	5
	Other Fees/Levies (please state):
	
	$

	
	      a.)
	
	

	
	      b.)
	
	

	
	      c.)
	
	

	6
	Subtotal:
	
	$

	7
	GST (5%) on $______________
	
	$

	8
	PST (7%) on $______________
	
	$

	9
	TOTAL QUOTATION PRICE 
	
	$

	Pricing is firm until (state date): 

	ALL PRICING IN CANADIAN DOLLARS


The completed unit shall be delivered within _______ days after receipt of purchase order.
Manufacturer’s Warranty:  State Warranty


Body Warranty:  State Warranty_________________________________________________

Warranty repairs shall be performed at 


Please complete if applicable:
British Columbia Certified (
Specifications

Contractors should complete and submit with their Quotation the Preferred Technical Specifications Response Form.  Attach any additional specifications for the Good, any optional accessories and any substitutions for the Good (if substitutions are permitted or applicable).
The specification herein states the preferred requirements of the City of Surrey. 

Note: Contractors are directed to list complete manufacturers’ details of model proposed in the right-most column.

	Preferred Technical Specifications Response Form
	√

(Yes)
	√

(No)


	Manufacturers’ Specifications of Equipment Offered.  Bidder shall complete all spaces in this column.

	A. Exterior

	1. Colour - White
	□
	□
	

	2. 8’ box or provide dimensions 
	□
	□
	

	3. Dual power heated mirrors, manual fold
	□
	□
	

	4. Vent visors to be fitted to both front door windows
	□
	□
	

	B. Engine

	1. Engine shall be prepared (gaseous prep engine) to run on CNG and gasoline and shall comply with all Provincial and Federal engine emission regulations. It is the supplier and installers responsibility to ensure the engine meets all Canadian exhaust and evaporative emission requirements when running on CNG.
	□
	□
	

	2. State engine configuration, size
	□
	□
	

	3. Full manufactures warranty with CNG conversion should be provided
	□
	□
	

	4. Cooling system to -30F
	□
	□
	

	5. CNG system to be integrated into manufacturer’s engine management system
	□
	□
	

	C. Transmission, Brakes

	1. Automatic transmission, state number of speeds 
	□
	□
	

	2. Power assisted ABS brakes
	□
	□
	

	3. Limited slip rear differential 3.73 axle ratio
	□
	□
	

	D. Fuel Tanks

	1. The manufacturers gasoline fuel tank shall remain


	□
	□
	

	2. CNG tank shall be a size of at least 24.5 GGE/93GLE to give sufficient operating range under normal operating conditions and shall be made of composite material – steel tanks are unacceptable
	□
	□
	

	3. Fuel gauge for each fuel type shall be provided in easy view for the driver
	□
	□
	

	4. Fuel tank(s) should be mounted to the vehicle in a manner to maximize box space.  The tank shall be mounted above the floor of the deck, with approximately 7” clearance.
	□
	□
	

	5. The mounting of the tank shall be certified by a qualified engineer.
	□
	□
	

	6. CNG tank shall have an aluminum checker plate cover which protects the tank. The aluminum checker plate shall be a minimum of 3mm in thickness. The cover shall be securely attached to the box. The bottom of the tank shall be protected with 3mm aluminum plate. Contractors can view the specified cover and mounting assembly by arranging a time via the Purchasing Section.
	□
	□
	

	7. A hinged access flap shall be provided in the top of the cover for access to the tank shut off valve


	□
	□
	

	8. The CNG filling port shall be in the same location as the gasoline filler
	□
	□
	

	9. Please install equipment as part of the installation that will allow for de-fueling of the CNG system including tank.
	□
	□
	

	E. Wheels, Tires

	1. Michelin winter tires (snowflake) 
	□
	□
	

	2. Full size spare tire
	□
	□
	

	F. Interior

	1. Seats 40/20/40 split front seat, vinyl covered
	□
	□
	

	2. Two 12-volt power outlets shall be provided
	□
	□
	

	3. Rubber floor mats shall be provided for all seating areas
	□
	□
	

	4. Air conditioning
	□
	□
	

	5. AM/FM radio with Bluetooth
	□
	□
	

	6. Power windows
	□
	□
	

	7. Power locks
	□
	□
	

	G. Miscellaneous

	1. Keyless entry with 3 sets of keys

	□
	□
	

	2. Trailer Tow Package complete hidden trailer hitch package, Class IV, c/w receiver, hitch to match the maximum towing capability of the vehicle. Wiring to match 6 pin 1235 BX Cole Hersey t/plug and integrated trailer brake controller. Trailer wiring to be configured to match City of Surrey wiring standard.
	□
	□
	

	3. Spray in bed liner, under rail, including tailgate
	□
	□
	

	4. State GVW in lbs
	□
	□
	

	5. State max towing capacity in lbs
	□
	□
	

	6. Aluminum cab guard – mesh type (Brand - DeeZee)
	□
	□
	

	7. Beacon light – LED amber Whelen (R2LPPA), to be mounted on cab guard to the left side of the vehicle. Light to be wired separately of the ignition switch. Switch to be illuminated when on.
	□
	□
	

	8. Back up alarm - Grote part # 73040 97 dBA
	□
	□
	

	9. Fire extinguisher 2.5lb dry powder ABC type
	□
	□
	

	10. Splash guards front and rear
	□
	□
	

	11. The vehicle shall be rust proofed with a product that provides long term protection and does not require continued reapplication of the product. Contractor to provide details of product offered and warranty.
	□
	□
	

	12. The Contractor shall deliver the vehicles, registered, insured, and plated as per the City’s insurance requirements through the City’s insurance broker.
	□
	□
	

	H. CNG

	1. The vehicles shall default to run on CNG and shall only operate on gasoline when the CNG tank is empty. Vehicles may start on gasoline but should automatically switch to CNG once they reach operating temperature. (Please provide details)
	□
	□
	

	I. Warranty

	1. Provide details of manufacturer’s warranty
	□
	□
	

	2. Operator’s manuals / service manuals



One service manual or CD c/w software
A build sheet shall be provided detailing (but not limited to the following):

· VIN

· Engine details including serial number

· Transmission details including serial number

· Diff details including serial number

· Oil types and quantities for all components

· Tire make, type and size

· Engine belts details

· Filter list for all components

· Battery details

· Beacon light make
	□
	□
	


- END OF PAGE -

QUOTATION 2A:
MID-SIZE SUV

Year, Make & Model:  
__________________________________________________________

All costs to meet the preferred specifications shall be included in the following delivered prices.

	F.O.B.

Destination

Freight Prepaid
	Payment Terms:

A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	Ship Via:

	Item
	Particulars
	MID-SIZE SUV
	Cost per Unit (CDN $)

	1
	Price per Unit:
	
	$

	2
	Province of B.C. Environmental Levy (Battery):
	
	

	3
	Province of B.C. Advance Disposal Fee (Tires):
	
	

	4
	Air Conditioning Surcharge:
	
	

	5
	Other Fees/Levies (please state):
	
	$

	
	      a.)
	
	

	
	      b.)
	
	

	
	      c.)
	
	

	6
	Subtotal:
	
	$

	7
	GST (5%) on $______________
	
	$

	8
	PST (7%) on $______________
	
	$

	9
	TOTAL QUOTATION PRICE 
	
	$

	Pricing is firm until (state date): 

	ALL PRICING IN CANADIAN DOLLARS


The completed unit shall be delivered within _______ days after receipt of purchase order.
Manufacturer’s Warranty:  State Warranty


Body Warranty:  State Warranty_________________________________________________

Warranty repairs shall be performed at 


Please complete if applicable:
British Columbia Certified (
Specifications

Contractors should complete and submit with their Quotation the Preferred Technical Specifications Response Form.  Attach any additional specifications for the Good, any optional accessories and any substitutions for the Good (if substitutions are permitted or applicable).
The specification herein states the preferred requirements of the City of Surrey. 

Note: Contractors are directed to list complete manufacturers’ details of model proposed in the right-most column.

	Preferred Technical Specifications Response Form
	√

(Yes)
	√

(No)


	Manufacturers’ Specifications of Equipment Offered.  Contractor shall complete all spaces in this column.

	A. Exterior

	1. Colour - White
	□
	□
	

	2. Two external mirrors with remote control
	□
	□
	

	3. Vent visors to be fitted to both front door windows
	□
	□
	

	B. Engine

	1. Gasoline engine, coupled to an electric hybrid drive system and shall comply with all Provincial and Federal engine emission regulations
	□
	□
	

	2. Engine capacity of approximately 2 liters (state engine configuration & size)
	□
	□
	

	3. The vehicle shall be a plug-in hybrid electric vehicle
	□
	□
	

	4. Cooling system coolant to be long life to -30F
	□
	□
	

	C. Transmission, Brakes

	1. eCVT type transmission
	□
	□
	

	2. Power assisted 4-wheel ABS brakes
	□
	□
	

	3. Traction control 
	□
	□
	

	D. Wheels, Tires

	1. Michelin winter tires (snowflake) 
	□
	□
	

	E. Interior

	1. Two cloth covered front bucket seats, with lumbar support and multi way adjustment, please provide details
	□
	□
	

	2. Commercial quality front seat covers to be provided
	□
	□
	

	3. Two 12-volt power outlets shall be provided, and a USB port
	□
	□
	

	4. Rubber floor mats shall be provided for all seating areas
	□
	□
	

	5. Cargo mat, (cargo area protector)
	□
	□
	

	6. Gear selection will be by the way of a rotary dial on the center console, or a lever on the steering column. This is to insure there is sufficient room to mount a computer and keyboard in that area.
	□
	□
	

	7. AM/FM radio with Bluetooth
	□
	□
	

	8. Power windows
	□
	□
	

	9. The rear passenger seats shall fold down to provide additional cargo space 
	□
	□
	

	F. Miscellaneous

	1. Keyless entry with 3 sets of keys
	□
	□
	

	2. Back up alarm - Grote part # 73040 97 dBA
	□
	□
	

	3. Fire extinguisher 2.5lb dry powder ABC type
	□
	□
	

	4. The vehicle shall be rust proofed with a product that provides long term protection and does not require continued reapplication of the product. Contractor to provide details of product offered and warranty.
	□
	□
	

	5. The Contractor shall deliver the vehicles, registered, insured, and plated as per the City’s insurance requirements through the City’s insurance broker.
	□
	□
	

	6. The Contractor should make available the vehicle, at no cost to the City for evaluation.
	□
	□
	

	7. Operator’s manuals / service manuals to be provided
	□
	□
	

	8. A build sheet shall be provided detailing (but not limited to the following):

•
VIN

•
Engine details including serial number

•
Transmission details including serial number

•
Diff details including serial number

•
Oil types and quantities for all components

•
Tire make, type and size

•
Engine belts details

•
Filter list for all components

•
Battery details

	□
	□
	

	9. The Contractor to provide training to the City’s mechanics regarding maintenance of the hybrid and eCVT transmission system at no cost to the City.
	□
	□
	

	10. The Contractor shall deliver the vehicles, registered, insured, and plated as per the City’s insurance requirements through the City’s insurance broker.
	□
	□
	

	G. Warranty

	1.  Provide details of manufacturer’s warranty
	□
	□
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QUOTATION 3A:
THREE QUARTER TON VAN
Year, Make & Model:  
__________________________________________________________

All costs to meet the preferred specifications shall be included in the following delivered prices.

	F.O.B.

Destination

Freight Prepaid
	Payment Terms:

A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	Ship Via:

	Item
	Particulars
	THREE QUARTER TON VAN
	Cost per Unit (CDN $)

	1
	Price per Unit:
	
	$

	2
	Province of B.C. Environmental Levy (Battery):
	
	

	3
	Province of B.C. Advance Disposal Fee (Tires):
	
	

	4
	Air Conditioning Surcharge:
	
	

	5
	Other Fees/Levies (please state):
	
	$

	
	      a.)
	
	

	
	      b.)
	
	

	
	      c.)
	
	

	6
	Subtotal:
	
	$

	7
	GST (5%) on $______________
	
	$

	8
	PST (7%) on $______________
	
	$

	9
	TOTAL QUOTATION PRICE 
	
	$

	Pricing is firm until (state date): 

	ALL PRICING IN CANADIAN DOLLARS


The completed unit shall be delivered within _______ days after receipt of purchase order.
Manufacturer’s Warranty:  State Warranty


Body Warranty:  State Warranty_________________________________________________

Warranty repairs shall be performed at 


Please complete if applicable:
British Columbia Certified (
Specifications

Contractors should complete and submit with their Quotation the Preferred Technical Specifications Response Form.  Attach any additional specifications for the Good, any optional accessories and any substitutions for the Good (if substitutions are permitted or applicable).
The specification herein states the preferred requirements of the City of Surrey. 

Note: Contractors are directed to list complete manufacturers’ details of model proposed in the right-most column.

	Preferred Technical Specifications Response Form
	√

(Yes)
	√

(No)
	Manufacturers’ Specifications of Goods Offered.  Contractor should complete all spaces in this column.

	A. Exterior

	1. Colour – White.
	□
	□
	

	2. Vans shall have one sliding door on passenger’s side for access to the cargo area.
	□
	□
	

	3. Rear doors, side door, and the sides of the van shall have no windows.
	□
	□
	

	4. Heated external rear vision mirrors.
	□
	□
	

	B. Axles, Suspension, Chassis

	1. The GVWR should be approximately 9,000lbs.
	□
	□
	

	2. Comes with heavy duty trailer hitch package, c/w receiver, hitch to match the maximum towing capability of the vehicle. Wiring to match 6 pin 1235 BX Cole Hersey t/plug and brake controller. Trailer plug wiring to match City of Surrey wiring pattern
	□
	□
	

	3. Wheelbase should be approximately 148”, overall length approximately 236”.
	□
	□
	

	C. Engine - Transmission

	1. Engine shall be prepared (gaseous prep engine) to run on CNG and gasoline and shall comply with all Provincial and Federal engine emission regulations. It is the supplier and installers responsibility to ensure the engine meets all Canadian exhaust and evaporative emission requirements when running on CNG.
	□
	□
	

	2. Full manufactures warranty with CNG conversion should be provided
	□
	□
	

	3. Extended life coolant 50/50 mix.  The cooling system should be protected to -30o F.

	□
	□
	

	4. The vehicles should default to run on CNG, and only operate on gasoline when the CNG tanks are empty. A strategically placed (hidden) switch to change between the two fuels should be installed.
	□
	□
	

	5. CNG system to be integrated into manufacturer’s engine management system
	□
	□
	

	6. Automatic transmission.
	□
	□
	

	D. Brakes

	1. Brakes should be vacuum/hydraulic type with ABS.
	□
	□
	

	E. Fuel

	1. The manufacturer’s gasoline fuel tank is to remain.
	□
	□
	

	2. CNG tank(s) are to be rated @ 3600 psi and mounted under the floor of the van. A minimum of two tanks of approximately 50 litre water capacity each, shall be installed
	□
	□
	

	3. Fuel gauge for each fuel type is to be provided in easy view for the driver.
	□
	□
	

	4. CNG filling port shall be located in the same area at the gasoline tank filler.
	□
	□
	

	5. The system shall be setup with the ability to de-fuel the CNG system, including the CNG   tank(s).
	□
	□
	

	F. Wheels, Tires

	1. Wheels are to be fitted with winter tires (5) Michelin winter tires preferred (snowflake)
	□
	□
	

	G. Interior

	1. Vehicle interior environment should be fully air-conditioned including a fresh air heater/ventilator/defroster.
	□
	□
	

	2. Vehicle should have full flow through ventilation for optimal temperature control and operator comfort.
	□
	□
	

	3. Wipers should have intermittent feature.
	□
	□
	

	4. Door windows should be power operated.
	□
	□
	

	5. Vehicle should include dash mounted cigar lighter type power outlet.
	□
	□
	

	6. Vehicle should include AM/FM/ radio with (2) speakers minimum and antenna.
	□
	□
	

	7. Rubber Floor Mats should be provided for all seating areas.
	□
	□
	

	8. Vinyl covered front bucket seats.
	□
	□
	

	9. Driver and passenger air bags, including side curtain.
	□
	□
	

	10. Bluetooth connection.
	□
	□
	

	11. Cruise control.
	□
	□
	

	H. Miscellaneous

	1. Keyless entry with 3 sets of keys.
	□
	□
	

	2. Back up alarm - Grote part # 73040 97 dBA.
	
	
	

	3. Fire extinguisher 2.5lb dry powder ABC type.
	□
	□
	

	4. WCB Level 1 Basic First Aid Kit
	□
	□
	

	5. Front and rear mud flaps.
	□
	□
	

	6. Reverse Camera.
	□
	□
	

	7. The Contractor shall deliver the vehicles, registered, insured, and plated as per the City’s insurance requirements through the City’s insurance broker
	□
	□
	

	8. The vehicle shall be rust proofed with a product that provides long term protection and does not require continued reapplication of the product. Contractor to provide details of product offered and warranty.
	□
	□
	

	9. Operator’s manuals / service manuals, one service manual or CD c/w software
	□
	□
	

	10. A build sheet shall be provided detailing (but not limited to the following):

· VIN

· Engine details including serial number

· Transmission details including serial number

· Diff details including serial number

· Oil types and quantities for all components

· Tire make, type and size

· Engine belts details

· Filter list for all components

· Battery details
	□
	□
	

	I. Warranty

	1.  Provide details of manufacturer’s warranty
	□
	□
	


QUOTATION 4A:
ONE TON DUAL REAR WHEEL (DRW) VAN
Year, Make & Model:  
__________________________________________________________

All costs to meet the preferred specifications shall be included in the following delivered prices.

	F.O.B.

Destination

Freight Prepaid
	Payment Terms:

A cash discount of ____% will be allowed if invoices are paid within ___ days, or the ___ day of the month following, or net 30 days, on a best effort basis.
	Ship Via:

	Item
	Particulars
	ONE TONE DUAL REAR WHEEL (DRW) VAN
	Cost per Unit (CDN $)

	1
	Price per Unit:
	
	$

	2
	Province of B.C. Environmental Levy (Battery):
	
	

	3
	Province of B.C. Advance Disposal Fee (Tires):
	
	

	4
	Air Conditioning Surcharge:
	
	

	5
	Other Fees/Levies (please state):
	
	$

	
	      a.)
	
	

	
	      b.)
	
	

	
	      c.)
	
	

	6
	Subtotal:
	
	$

	7
	GST (5%) on $______________
	
	$

	8
	PST (7%) on $______________
	
	$

	9
	TOTAL QUOTATION PRICE 
	
	$

	Pricing is firm until (state date): 

	ALL PRICING IN CANADIAN DOLLARS


The completed unit shall be delivered within _______ days after receipt of purchase order.
Manufacturer’s Warranty:  State Warranty


Body Warranty:  State Warranty_________________________________________________

Warranty repairs shall be performed at 


Please complete if applicable:
British Columbia Certified (
Specifications

Contractors should complete and submit with their Quotation the Preferred Technical Specifications Response Form.  Attach any additional specifications for the Good, any optional accessories and any substitutions for the Good (if substitutions are permitted or applicable).
The specification herein states the preferred requirements of the City of Surrey. 

Note: Contractors are directed to list complete manufacturers’ details of model proposed in the right-most column.

	Preferred Technical Specifications Response Form 
	√

(Yes)
	√

(No)
	Manufacturers’ Specifications of Goods Offered.  Contractor should complete all spaces in this column.

	A. Exterior

	1. Colour – White.
	□
	□
	

	2. Vans shall have one sliding door on passenger’s side for access to the cargo area.
	□
	□
	

	3. Rear doors, side door, and the sides of the van shall have no windows.
	□
	□
	

	4. Heated external rear vision mirrors.
	□
	□
	

	5. Running board for side opening cargo door passenger’s side
	□
	□
	

	B. Axles, Suspension, Chassis

	1. The GVWR should be approximately 10,500lbs.
	□
	□
	

	2. Comes with heavy duty trailer hitch package, c/w receiver, hitch to match the maximum towing capability of the vehicle. Wiring to match 6 pin POLLAK-11608EP t/plug and brake controller. Trailer plug wiring to match City of Surrey wiring pattern
	□
	□
	

	3. Wheelbase should be approximately 148”, overall length approximately 264”.
	□
	□
	

	4. Dual rear wheels on rear axle
	□
	□
	

	C. Engine - Transmission

	1. Engine shall be prepared (gaseous prep engine) to run on CNG and gasoline and shall comply with all Provincial and Federal engine emission regulations. It is the supplier and installers responsibility to ensure the engine meets all Canadian exhaust and evaporative emission requirements when running on CNG.
	□
	□
	

	2. Full manufactures warranty with CNG conversion should be provided.

	□
	□
	

	3. Extended life coolant 50/50 mix.  The cooling system should be protected to -30o F.
	□
	□
	

	4. The vehicles should default to run on CNG, and only operate on gasoline when the CNG tanks are empty. A strategically placed (hidden) switch to change between the two fuels should be installed.
	□
	□
	

	5. CNG system to be integrated into manufacturer’s engine management system
	□
	□
	

	6. Automatic transmission.
	□
	□
	

	D. Brakes

	1. Brakes should be vacuum/hydraulic type with ABS.
	□
	□
	

	E. Fuel

	1. The manufacturer’s gasoline fuel tank is to remain.
	□
	□
	

	2. CNG tank(s) are to be rated @ 3600 psi and mounted under the floor of the van. A minimum of two tanks of approximately 50 litre water capacity each, shall be installed
	□
	□
	

	3. Fuel gauge for each fuel type is to be provided in easy view for the driver.
	□
	□
	

	4. CNG filling port shall be located in the same area at the gasoline tank filler.
	□
	□
	

	5. The system shall be setup with the ability to de-fuel the CNG system, including the CNG   tank(s).
	□
	□
	

	F. Wheels, Tires

	1. Wheels are to be fitted with winter tires (7) Michelin winter tires preferred (snowflake)
	□
	□
	

	G. Interior

	1. Vehicle interior environment should be fully air-conditioned including a fresh air heater/ventilator/defroster.
	□
	□
	

	2. Vehicle should have full flow through ventilation for optimal temperature control and operator comfort.
	□
	□
	

	3. Wipers should have intermittent feature.
	□
	□
	

	4. Door windows should be power operated.
	□
	□
	

	5. Vehicle should include dash mounted cigar lighter type power outlet.
	□
	□
	

	6. Vehicle should include AM/FM/ radio with (2) speakers minimum and antenna.
	□
	□
	

	7. Rubber Floor Mats should be provided for all seating areas.
	□
	□
	

	8. Vinyl covered front bucket seats.
	□
	□
	

	9. Driver and passenger air bags, including side curtain.
	□
	□
	

	10. Bluetooth connection.
	□
	□
	

	11. Cruise control.
	□
	□
	

	H. Miscellaneous

	1. Keyless entry with 3 sets of keys.
	□
	□
	

	2. Back up alarm - Grote part # 73040 97 dBA.
	
	
	

	3. Fire extinguisher 2.5lb dry powder ABC type.
	□
	□
	

	4. WCB Level 1 Basic First Aid Kit
	□
	□
	

	5. Front and rear mud flaps.
	□
	□
	

	6. Reverse Camera.
	□
	□
	

	7. The Contractor shall deliver the vehicles, registered, insured, and plated as per the City’s insurance requirements through the City’s insurance broker
	□
	□
	

	8. The vehicle shall be rust proofed with a product that provides long term protection and does not require continued reapplication of the product. Contractor to provide details of product offered and warranty.
	□
	□
	

	9. Operator’s manuals / service manuals, one service manual or CD c/w software
	□
	□
	

	10. A build sheet shall be provided detailing (but not limited to the following):

· VIN

· Engine details including serial number

· Transmission details including serial number

· Diff details including serial number

· Oil types and quantities for all components

· Tire make, type and size

· Engine belts details

· Filter list for all components

· Battery details
	□
	□
	

	I. Warranty

	1.  Provide details of manufacturer’s warranty
	□
	□
	


7.
I/We the undersigned duly authorized representatives of the Contractor, having received and carefully reviewed the RFQ including without limitation the draft Agreement submit this Quotation in response to the RFQ.

This Quotation is offered by the Contractor this _______ day of _______________, 2021.

CONTRACTOR

I/We have the authority to bind the Contractor.

___________________________________

(Full Legal Name of Contractor)

___________________________________

(Signature of Authorized Signatory)

___________________________________

(Print Name and Position of Authorized Signatory)
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